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KM% it 445 fé DN-6180P
Water-based impregnating insulating resin DN-6180P
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Water-based impregnating insulating resin DN-6180P is a one
component epoxy resin, which can be used directly adding water, and has
the advantages of high bonding strength, excellent storage stability, easy
to use, non-flammable and environmentally friendly. It is suitable for
wide range kinds of F and H class motors, including hub motors, power
tools, vacuum cleaners, and high odor-critical applications such as
kitchens and air purifiers.

1. KB fEA=23547=/Performance And Indicators

M B/Item #5 M) 4 #7/Testing Indicators  |#& M 77 i%/Test Method
1 1./ Appearance 3L & & & Ak /Milky white liquid
2 pH 7.0-10.0
3 %% /Solid Content (125°C*1h) 20-50%
4 A8t 18] /Curing Time (h) 2-4
%94

5 135-180

Curing Temperature (°C) GB/T 1981.6-

W, 4.3% K /Electrical Strength 2014

6 =100
(MV/m) 23%2°C

RAR [ % /Volume Resistivity

7 =1.0x10"
(Q-m)23+2°C

8 | fi % #A/Storage Period (5-35°C) 6 Months

9 | & & MA&/Packaging Specification 200kg/drum
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2. & ¥ R/Cautions

RGFLPHET, EUNTRERRBE, EBREFEFRIL, BAKTRA
FPRERSZ I ELEERHANRERA, NAXREAETE. LPHREE
BARTHFOERIFBAAR, AREREALT:

The insulating varnish must be dried, otherwise there may be electric
leakage, rust and breakdown, etc. The company will not be responsible for any
quality problems arising from not drying or not operating in strict accordance
with the reference process. Among them, the baking temperature is subject to

the actual temperature of the stator equipped with the enameled wire, and other

precautions are as follows:

2.1 #RAE A K F S bt p AR R A R é}i/ﬂ =, B BE F, i PR A R 69 7T G i B ek K
R, AR ERERITEMFE, REEE. REFET,

When using this product for the first time, you should ensure that the paint
dipping system is clean to avoid contamination by oily substances which may affect
the performance of water-based paint. The paint tank and piping should be cleaned

regularly to remove iron filings, dust and other impurities.
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It is strictly prohibited to mix acidic, alkaline and oily substances, the addition of

which will cause fatal defects of the paint film.

2.3 R RAKMEENE B4E, HE—MAIH £ 9-12S FTH, it
1~8min, AAN A 1~8min, EALIAE P B2 &8 Z fobf b agd=d], BHEEE
KRR AR, BB ARSE TG KRR . B TR ARBR K, ZBU#
MR EE DK 135C, Baaty b R o LARiEyyiE, £ TRANHL, A6
R0 Bl AL B

The waterborne paints can be diluted with water to the required solid content,
and the application parameters are generally controlled in the range of 9-12S in paint
viscosity, 1 ~ 8min in impregnation time, 1 ~ 8min in dripping time. During the
curing process, please pay attention to the control of the temperature and time, the

baking temperature to the actual temperature shall prevail, the baking time should be

determined according to the size of the workpiece. Because of the latent heat of
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evaporation of water, it is recommended that the baking temperature should be at least
115 °C . The air outlet of the oven must be guaranteed to be smooth, which is
conducive to the discharge of water vapor, so as not to affect the curing speed of the

paint film.

2.4 BIP B TALM A BATA R A e 2 W (RN GX, KB H ) HBARBELA LR T,
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The workpiece freshly out of the oven must first be tested for voltage and
insulation resistance. Meeting the factory indicators means drying finished, not

meeting the factory indicators means the higher baking temperature or the longer

baking time is needed.

25 5| B AFEOEBE ARG EE, AR KAENFEIFED AR T X LS,

It is recommended that heat-shrinkable tube should be used for the lead wire
connections to prevent moisture from entering and causing rusting of the solder joints

as well as the wires.

262 %AAEF, ZAEEPEWEERIERE 535C, RAEPTANBEEAR
FHE S535CER TR BT ZH FLFRKEE R, HEHEANIEE
PE3R,

During the dipping process, the temperature of the paint in the dipping tank
should be controlled to 5-35°C, the temperature range of the paint in the storage tank
should be controlled to 5-35 °C, the paint in the paint tank should be renewed
frequently and the paint should be exempted from prolonged heat exposure, and it

should be equipped with internal and external paint circulation system.

2.7 R XA EAy (T 5 R T4 THBE G N A 5E)
Supplied as one-component package. (For flash rust prone workpieces it can be

supplied as a two-component product with a flash rust inhibitor).
28 FABILEZRBMEHAKRRL LR, A —HFRKEEEFE,

If performance and safety problems occur owing to not operating in accordance
with the process requirements, no liability or responsibility is accepted by our

company.
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